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SWSI-SCH-001
Title: Schedule MA/SA/Cross Tracking and ETE services Test Case: SWSI-SCH-001
Prerequisite: Clear data base to ensure no conflicts Estimated Run Time: 12 Hours
Test Requirements:3.4.3.4a, 4.2.1.1(P), 4.2.2.2,4.2.2.2.1, Written by: Sue Edwards

4.2.2.2.1a (P), 4.2.2.2.1b, 4.2.2.2.1d (P), 4.2.2.2.1e,
4.2.2.2.1f, 4.2.2.2.1g, 4.2.2.2.1h, 4.2.2.5.1, 4.2.2.5.2a,
4.2.25.2b, 4.2.2.5.2¢, 4.2.2.5.2d, 4.2.2.5.3a, 4.2.2.5.3D,
4.2.2.5.3c

Objective: Exercise the SWSI scheduling system for all services
Support Requirements: SWSI and ANCCDS
Requirements Sources:

Step Action/Command Date/ Successful
# Time Y/N

No respecifiable (MAF/MAR) Normal tracking

1. Generate SAR#1 using B1294MS, TDE, MAF/MAR1 (A01/B02/T01)
for 2 hours duration, starting 24 hours from current GMT

2. Verify SWSI alerts: a. SAR transmitted to ANCC
b. SRM- SAR in queue
c. SRM SAR granted
d. USM received

Verify event is added to the "Schedule Request Summary"” display

Verify event from the "Active Schedule Summary" display

5. Compare SPSR active schedule event service parameters with SWSI
schedule event service parameters

Respecifiable (MAF/MAR) Normal tracking

6. Before generating SAR#2 for B1294MS, TDE with MAF/MAR1
(A01/B02/T01), from 'Schedulable Parameters' display,

a. Change ALL applicable respecifiable parameters from current
value to different value for forward service

b. Change applicable respecifiable parameters from current value to
different value for return service

c. Change applicable respecifiable parameters from current value to
different value for tracking service

d. Ensure ALL respecifiable parameters are tested.

7. Submit SAR#2, give 1 minute duration, starting 24 hours from current
GMT

8. Verify SWSI alerts: a. SAR transmitted to ANCC
b. SRM- SAR in queue
c. SRM SAR granted
d. USM received
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Verify event is added to the "Schedule Request Summary" display
Verify event from the "Active Schedule Summary" display

Compare SWSI schedule service parameters between SAR#1 and
SAR#2

Repeat step 1 to step 11 to Generate SAR#3 and SAR#4 using
MAF/MAR3)

No respecifiable (SSAF/SSAR) Normal tracking

Generate SAR#5 using B1294MS, TDE, SSAF1/SSAR1
(A01/B02/T01) for 1 minute duration, starting 24 hours from current
GMT

Verify SWSI alerts: a. SAR transmitted to ANCC
b. SRM- SAR in queue
c. SRM SAR granted
d. USM received

Verify event is added to the "Schedule Request Summary" display

Verify event from the "Active Schedule Summary" display

Compare SPSR active schedule event service parameters with SWSI
schedule service parameters

Respecifiable (SSAF/SSAR) Normal tracking

Before generating SAR#6 for B1294MS, TDE, SSAF1/SSAR1
(HO1/L02/T11) from 'Schedulable Parameters' display,

a. Change applicable respecifiable parameters from current value to
different value for forward service

b. Change applicable respecifiable parameters from current value to
different value for return service

c. Change applicable respecifiable parameters from current value to
different value for tracking service

d. Ensure ALL respecifiable parameters are tested.

Submit SAR#6 using SSAF1/SSAR1 for 1 minute duration, starting 24
hours from current GMT
Verify SWSI alerts: a. SAR transmitted to ANCC
b. SRM- SAR in queue
c. SRM SAR granted
d. USM received

Verify event is added to the "Schedule Request Summary" display

Verify event from the "Active Schedule Summary" display

Compare SWSI schedule service parameters between SAR#5 and
SAR#6
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Repeat step 13 to step 23 to Generate SAR#7 and SAR#8 using
SSAF2/SSAR2/T12)

No respecifiable (KuSAF/KuSAR) Normal tracking

Generate SAR#9 using B1419MS, TDE, KuSAF1/KuSAR1
(X11/X12/X13) for 1 minute duration, starting 24 hours from current
GMT

Verify SWSI alerts: a. SAR transmitted to ANCC
b. SRM SAR in queue
c. SRM SAR granted
d. USM received

Verify event is added to the "Schedule Request Summary" display

Verify event from the "Active Schedule Summary" display

Compare SPSR active schedule event service parameters with SWSI
schedule service parameters

Respecifiable (KuSAF/KuSAR) Normal tracking

Before generating SAR#10 using B1419MS, TDE, KuSAF1/KuSAR1
(X11/X12/T13), from 'Schedulable Parameters' display,

a. Change applicable respecifiable parameters from current value to
different value for forward service

b. Change applicable respecifiable parameters from current value to
different value for return service

c. Change applicable respecifiable parameters from current value to
different value for tracking service

d. Ensure ALL respecifiable parameters are tested.

Submit SAR#10 using KuSAF1/KuSARL1 for 1 minute duration, starting
24 hours from current GMT

Verify SWSI alerts: a. SAR transmitted to ANCC
b. SRM- SAR in queue
c. SRM SAR granted
d. USM received

Verify event is added to the "Schedule Request Summary" display

Verify event from the "Active Schedule Summary" display

Compare SWSI schedule service parameters between SAR#9 and
SAR#10

Repeat step 25 to step 35 to Generate SAR#11 and SAR#12 using
KuSAF2/KuSAR?2)
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No Respecifiable (MAF/SSAR) Cross Tracking

Generate SAR#13 using B1294MS, TDE, MAF/SSAR1 (A01/L02/T17)
for 1 minute duration, starting 24 hours from current GMT

Verify SWSI alerts: a. SAR transmitted to ANCC
b. SRM- SAR in queue
c. SRM SAR granted
d. USM received

Verify event is added to the "Schedule Request Summary" display

Verify event from the "Active Schedule Summary" display

Compare SPSR active schedule event service parameters with SWSI
schedule service parameters

Respecifiable (MAF/SSAR) Cross Tracking

Before generating SAR#14 for B1294MS, TDE, MAF/SSAR1
(A01/L02/T17), from 'Schedulable Parameters' display,

a. Change applicable respecifiable parameters from current value to
different value for forward service

b. Change applicable respecifiable parameters from current value to
different value for return service

c. Change applicable respecifiable parameters from current value to
different value for tracking service

d. Ensure ALL respecifiable parameters are tested.

Submit SAR#14 using MAF/SSARL1 for 1 minute duration, starting 24
hours from current GMT
Verify SWSI alerts: a. SAR transmitted to ANCC
b. SRM- SAR in queue
c. SRM SAR granted
d. USM received

Verify event is added to the "Schedule Request Summary" display

Verify event from the "Active Schedule Summary" display

Compare SWSI schedule service parameters between SAR#13 and
SAR#14

Repeat step 37 to step 47 to Generate SAR#15 and SAR#16 using
SSAF1/MAR2)
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SIM (End to End tracking)
No respecifiable (MAF/MAF_SIM and MAR/MAR_SIM)

Generate SAR#17 using B1294MS, TDE, MAF/MAF_SIM,
MAR1/MAR1_SIM and TRKN (A01/G01/B02/G02/T06) for 1 minute
duration, starting 24 hours from current GMT
Verify SWSI alerts: a. SAR transmitted to ANCC

b. SRM- SAR in queue

c. SRM SAR granted

d. USM received

Verify event is added to the "Schedule Request Summary" display

Verify event from the "Active Schedule Summary" display

Compare SPSR active schedule event service parameters with SWSI
schedule service parameters

Respecifiable (MAF/MAF_SIM/MAR/MAR_SIM)

Before generating SAR#18 for B1294MS, TDE, MAF/MAF_SIM,
MAR1/MAR1_SIM and TRKN (A01/G01/B02/G02/T06) from
'‘Schedulable Parameters' display,

a. Change applicable respecifiable parameters from current value to
different value for MAF service

b. Change applicable respecifiable parameters from current value to
different value for MAR service

c. Change applicable respecifiable parameters from current value to
different value for tracking service

d. Ensue ALL respecifiable parameters are tested

Submit SAR#18 using MAF/MAF_SIM, MAR1/MAR1_SIM and TRKN
for 1 minute duration, starting 24 hours from current GMT

Verify SWSI alerts: a. SAR transmitted to ANCC
b. SRM- SAR in queue
c. SRM SAR granted
d. USM received

Verify event is added to the "Schedule Request Summary" display

Verify event from the "Active Schedule Summary" display

Compare SWSI schedule service parameters between SAR#17 and
SAR#18

Repeat step 49 to step 59 to Generate SAR#19 and SAR#20 using
SSAF/SSAF_SIM, SSAR1/SSAR1_SIM and TRKN

Repeat step 49 to step 59 to Generate SAR#21 and SAR#22 using
KuSAF/KuSAF_SIM, KuSAR1/KuSAR1_SIM and TRKN
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